Technical Data Sheet
Order number: LG11031

Netzteil KED12W

LITEGEAR

LED Lighting Solutions

Technical Details:

Input Current:
Power Consumption:
Power Factor (PF):
Input Driver:

Output of Driver:
cc/ev:

Switching Cycles:

Electrical Protection Class:

Ambient Temperature (TA):

Information and Downloads:

Anderungen vorbehalten

AC 220 - 240V, 80mA, 50/60Hz
12W

>0.9

cable with flying leads

DC 27 - 38V, 260mA

cc

>50.000

Il

-20°C-50°C

Litegear GmbH

Dimensions:
Montageart:
IP Class:
Housing Color

Housing Material:

Special Feature of Housing:

Net Weight:

Type of Packaging:
Weight incl. Packaging:
Product Line:

Warranty

Disposal Obligation:
Customs Tariff Number:
Certifications

Barcode:

Connection:

109%41x23 mm
surface mounted
20

white

plastic

Plug connector to the
luminaire

252¢g

box

0.252 kg

ECO Line

2 years

v
8504408390
CED
4250557813035

Kabel mit offenen Enden

KEGU constant current Power supply

Tel.: +49 (0)2451 48453-0

An Furthenrode 45 Fax: +49 (0)2451 48453-13

www.litegear.de

Technical details are subject to change
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