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LCI"

LED Constant Current Power Supply
 
The Tridonic TALEXConverter is an extremely versatile power supply
for all kinds of LED chips with 900-1750mA.
 
Product Features:

usable for all LED arrays with 1050mA

Technical Details:

Mains input: AC 198 - 264V, 50 - 60Hz
Housing: Plastic
Output voltage: DC max. 60V
Rated power: 900 - 1,750mA, constant current
Output power: 55W
Dimmable: no
Protection: short circuit, over load, over voltage
IP class: IP20 for indoor
Safety standars: SELV, TÜV, CE
Power Faktor: >0,95
Efficiency: 85%
Ambient temperature: -40° to 80°C
Warranty: 5 years

Dimensions: 159,4 x 85 x 28.3 mm
Weight: 0,256kg

Technical Details:

Power Consumption: 65 W

Power Factor (PF): 0.98

Operating Hours: >50.000 h

Ambient Temperature (TA): -25°C - 50°C

Housing Material: plastic

Housing Color white

Dimensions 220x85x31 mm

Net Weight: 251 g

Warranty 5 years

Information and Downloads:

Änderungen vorbehalten
Technical details are subject to change
(c) 2017

Litegear GmbH
An Fürthenrode 45
52511 Geilenkirchen

Tel.: +49 (0)2451 48453-0
Fax: +49 (0)2451 48453-13
www.litegear.de

Product Information
Order number: LG51062

Tridonic TALEXXconverter LCI


	Tridonic TALEXXconverter LCI
	Technical Details:
	Product information "Tridonic TALEXXconverter LCI"


