Technical Data Sheet
Order number: LG14288W

Varia-Style Inline Dali Dim Driver

LITEGEAR

LED Lighting Solutions

Technical Details:

Dimmable: v Dimensions: 148x35x115 mm
Method of Dimming: DALI IP Class: 20

Ignition Time: <0,5s Housing Color white

Input Current: AC 220 - 240V, 50/60Hz Housing Material: plastic

Power Consumption: 40 W Net Weight: 268¢g

Contains Driver: / Dimensions of Packaging: 220 x170x1
Driver Manufacturer: Powergear Weight incl. Packaging: 0.269 kg

Power Factor (PF): >0.95 Content Master Package: 36

Dimensions of Master

Input Driver: plug connector 415x245%x330 mm
Package:
Output of Driver: DC 32-42V, 1000mA
Weight Master Package: 11,4 kg
CC/CV: cC
Product Line: Premio Line
Input Lamp: Power rail
Warranty 3years
Switching Cycles: >100.000
Disposal Obligation: v
Electrical Protection Class: I
. Customs Tariff Number: 85044090
Ambient Temperature (TA): -10°C - 40°C
Certifications CE,LM80,D
Storage Temperature: -20°C-50°C
Barcode: 4250557820712

Information and Downloads:
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Inline LED-reiber fir Varia-Style

Inline LED driver for Varia -Style

Anderungen vorbehalten
Technical details are subject to change
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