LITEGEAR

LED Lighting Solutions

Technical Data Sheet
Order number: LG30810

Ekova SELECT Sensor Remote

I

Motion Sensor

Distance Brightness

50% TR

StandbyBrightness

Off 10% 20%

Time Until Standby

e
30s 1min 3min

Ambient Light sensor

oft 10lux | 30lux

/5min 15min | 30min
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Technical Details:

Dimmable:

Method of Dimming:

Input Current:

CC/CV:

Ambient Temperature (TA):

Storage Temperature:

Information and Downloads:
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v

PWM

DC7,5-12V, 30mA
cv

-20°C-60°C

-40°C - 60°C

Dimensions:
Mounting:
Montageart:
IP Class:
Housing Color

Housing Material:

Special Feature of Housing:

Net Weight:

Type of Packaging:
Weight incl. Packaging:
Content Master Package:

Dimensions of Master
Package:

Weight Master Package:
Product Line:

Warranty

Disposal Obligation:
Customs Tariff Number:

Certifications

120x45x17,3 mm
ceiling,wall
recessed

20

white

plastic

Plug and Play Sensor
32g

box

0.048 kg

30

240x300x240 mm

1,8 kg
Essential Line
3 years
9405119090
CE

Motion sensor for Ekova Select

Detection Area: 50/100%, max: 9m@2m

Anderungen vorbehalten Litegear GmbH
Technical details are subject to change An Firthenrode 45
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Daylight Threshold: 30 Lux, disable

Step Dim: 0/20%: 15min, o
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