LITEGEAR

LED Lighting Solutions

Technical Data Sheet
Order number: LG40296

Lipal Sockellicht 3-830-48LM WH

$

Bt

Technical Details:

Luminous Flux:

LED Output:

Light Yield:

Light Temperature:
Light Color:

Color Rendering Index:
Color Consistency (SDCM):
Beam Angle:

Light Emission:
LED-Chip Manufacturer:
LED-Chip:

Number of LED:
Ignition Time:

Input Current:

Power Consumption:
Contains Driver:

Driver Manufacturer:
Power Factor (PF):

Input Driver:

Output of Driver:
CC/CV:

Input Lamp:

Switching Cycles:
Electrical Protection Class:

Ambient Temperature (TA):

Information and Downloads:

Anderungen vorbehalten
Technical details are subject to change
(c) 2017
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Litegear GmbH
An Firthenrode 45
52511 Geilenkirchen

Dimensions:

Installation Depth:
Cut-Out Dimensions:
Mounting:

Montageart:

IP Class:

Housing Color

Housing Material:

Cover:

Net Weight:

Type of Packaging:
Dimensions of Packaging:
Weight incl. Packaging:
Content Master Package:

Dimensions of Master
Package:

Weight Master Package:
Product Line:

Warranty

Operating Hours:
Disposal Obligation:
Customs Tariff Number:
Certifications

Barcode:

80x80x90 mm
57 mm
65,5x65,5mm mm
Wand
recessed

65

white
aluminum
clear

256 g

box
105x90x90
0.284 kg

50
470x200x400 mm

14,94 kg
Essential Line

2 years
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v

9405499090
CE,LM80,D

4250557810706

Tel.: +49 (0)2451 48453-0
Fax: +49 (0)2451 48453-13

www.litegear.de







	Lipal Sockellicht 3-830-48LM WH
	Technical Details:


